


6’ AND 8’
CLAMP-ON TRUSS ARMS

*60 lbs. maximum allowable fixture weight.
+ These pole/arm combinations include factory installed vibration dampeners inside pole.

Designs for greater E.P.A. loading and/or dimensional requirements available. Contact your Valmont Representative or Valmont Industries, Inc. for assistance.

A L U M I N U M

25’ 6.0 4.4 2.8 1.8 1.1 220840605T4
25’ 6.0 6.0 4.3 3.0 2.1 220840606T4
25’ 6.0 6.0 5.7 4.2 3.1 220840705T4
25’ 6.0 6.0 6.0 6.0 5.3 220845805T4
30’ 6.0 4.7 3.0 1.9 1.2 +270840705T4
30’ 6.0 6.0 5.9 4.3 3.1 270845805T4
35’ 6.0 5.0 3.3 2.1 1.2 +320845805T4
35’ 6.0 6.0 5.2 3.6 2.5 320845806T4
35’ 6.0 6.0 6.0 6.0 4.8 320845808T4
39’ 6.0 5.0 3.2 2.0 1.1 +360845806T4
39’ 6.0 6.0 6.0 4.5 3.1 360845808T4

25’ 6.0 4.1 2.5 1.6 0.9 220840605T4
25’ 6.0 5.8 3.9 2.7 1.8 220840606T4
25’ 6.0 6.0 5.2 3.8 2.8 220840705T4
25’ 6.0 6.0 6.0 6.0 4.9 220845805T4
30’ 6.0 4.4 2.7 1.7 0.9 +270840705T4
30’ 6.0 6.0 5.5 3.9 2.8 270845805T4
35’ 6.0 4.7 3.0 1.8 1.0 +320845805T4
35’ 6.0 6.0 4.8 3.3 2.2 320845806T4
35’ 6.0 6.0 6.0 6.0 4.5 320845808T4
39’ 6.0 4.7 2.9 1.7 0.8 +360845806T4
39’ 6.0 6.0 6.0 4.2 2.9 360845808T4

BOLT-ON 6’ SINGLE TRUSS ARM
SPAN 68”, RISE 32”, FIXTURE SLIPFITTER 2-3/8” O.D.

MAXIMUM ALLOWABLE EFFECTIVELUMINAIRE PROJECTED AREA PER ARM IN FT.2 USED WITH
MOUNTING

70 80 90 100 110
LIGHTING POLE

HEIGHT
MPH MPH MPH MPH MPH

MODEL NUMBER

BOLT-ON 8’ SINGLE TRUSS ARM
SPAN 90”, RISE 32”, FIXTURE SLIPFITTER 2-3/8” O.D.

MAXIMUM ALLOWABLE EFFECTIVELUMINAIRE PROJECTED AREA PER ARM IN FT.2 USED WITH
MOUNTING

70 80 90 100 110
LIGHTING POL

HEIGHT
MPH MPH MPH MPH MPH

MODEL NUMBER

20’ 4.2 2.2 0.8 — — 170840605T4
20’ 5.3 3.8 2.0 0.8 — 170840606T4
25’ 2.9 1.1 — — — 220840606T4
25’ 4.4 2.1 0.7 — — 220840705T4
25’ 5.3 3.8 2.8 1.5 0.6 220845805T4
30’ 4.4 2.1 0.8 — — 270845805T4
30’ 5.3 3.8 2.1 0.9 — 270845806T4
30’ 5.3 3.8 2.8 2.0 1.5 270845808T4
35’ 3.6 1.5 — — — 320845806T4
35’ 5.3 3.8 2.4 1.1 — 320845808T4
35’ 5.3 3.8 2.8 2.0 1.3 320860106T4
39’ 4.8 2.4 0.9 — — 360845808T4
39’ 5.3 3.8 2.8 1.3 — 360860106T4
39’ 5.3 3.8 2.8 2.0 1.5 360860108T4

25’ 4.9 3.1 1.8 1.1 — 220840606T4
25 6.5 5.5 2.8 1.8 1.2 220840705T4
25’ 7.1 6.8 4.9 3.5 2.6 220845805T4
25’ 7.1 7.1 6.6 4.9 3.6 220845806T4
30’ 6.5 4.2 2.8 — 1.2 270845805T4
30’ 7.1 5.9 4.1 2.9 2.0 270845806T4
30’ 7.1 7.1 6.7 4.9 3.6 270845808T4
35’ 3.9 2.1 1.2 — — +320845805T4
35’ 5.8 3.5 2.2 1.3 0.7 320845806T4
35’ 7.1 6.2 4.4 3.1 2.1 320845808T4
35’ 7.1 7.1 6.6 4.7 3.4 320860106T4
39’ 3.9 2.1 1.1 — — +360845806T4
39’ 6.9 4.5 2.9 1.9 1.1 360845808T4
39’ 7.1 7.1 4.9 3.3 2.1 360860106T4
39’ 7.1 7.1 7.1 5.8 4.1 360860108T4

BOLT-ON 6’ DOUBLE TRUSS ARM
SPAN 68”, RISE 32”, FIXTURE SLIPFITTER 2-3/8” O.D.

MAXIMUM ALLOWABLE EFFECTIVELUMINAIRE PROJECTED AREA PER ARM IN FT.2 USED WITH
MOUNTING

70 80 90 100 110
LIGHTING POLE

HEIGHT
MPH MPH MPH MPH MPH

MODEL NUMBER

BOLT-ON 8’ DOUBLE TRUSS ARM
SPAN 90”, RISE 32”, FIXTURE SLIPFITTER 2-3/8” O.D.

MAXIMUM ALLOWABLE EFFECTIVELUMINAIRE PROJECTED AREA PER ARM IN FT.2 USED WITH
MOUNTING

70 80 90 100 110
LIGHTING POLE

HEIGHT
MPH MPH MPH MPH MPH

MODEL NUMBER
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A8-6 Valmont Industries, Inc. ~ 20805 Eaton Avenue ~ Farmington, Minnesota 55024-7932 (800)899-7577 ~ valmontstructures.com




